
(CW )

CDP5 18

CDP5 18

CDP5 18 

CDP5 18

WW-NW-CW

WW-NW-CW

WW-NW-CW

WW-NW-CW

P W

1,8

1,9

2,0

1,7

220-240V AC

220-240V AC

220-240V AC

12-24V DC

20

36

45

22

2.408

3.465

4.335

2.185

CDP5Downlight

80Ra>Ta

Ø195

79
,5

195

220

10
2

220

144

IP66Ta

Fixed Fixed deep

P W C. . S. O. G. I. M.

44

65

Ürün ve Güç Seçenekleri

Voltaj
( V ) (lm)

Güç
( W )

C

WW: 3000K

NW: 4000K

CW: 6500K

S Sürücü Seçenekleri

01 Standart Driver

DALI Driver06

11

Driver + 12

Lens SeçenekleriO

M: OrtaXN: XW:W:

Sabit

RAL9005 RAL9016 RAL9007

G

44 65

I



M

CDP5Downlight

79
,5

195

10
6

195

220

10
2

195

144

10
2

195

CDP5 CW 60D 45W 220VAC 50HZ

Koni 

H (mt) Ø (m)

0,80

1,61

2,41

3,22

4,02

4,82

0.5

1.0

1.5

2.0

2.5

3.0

10565

2641

1174

660

423

293

Polar 

cd/klm
C0 - C180 C90 - C270

=100%

105° 105°

90° 90°

75° 75°

60° 60°

45°45°

30° 30°15° 15°0°

480

320

Kontrol Sistemi Seçenekleri

WW-NW-CW

DALI 0-10V DC TRIAC

Montaj Seçenekleri

10: Derin Sabit

12:

09: Sabit

11:


