
(CW )

QDR²6060

QDR²6060

QDR²60120

QDR²60120

QDR²120120

WW-NW-CW

WW-NW-CW

WW-NW-CW

WW-NW-CW

WW-NW-CW

P W

6,3

6,3

11,2

11,2

10,8

24V DC

24V DC

24V DC

24V DC

24V DC

24

64

128

202

300

600x600

600x600

600x1200

600x1200

1200x1200

1.800

4.800

9.600

15.150

22.500

QDR²DecoPendant
10

0

PPP W C. . G.

44
Ürün ve Güç Seçenekleri

Voltaj
(V) (lm)

Güç
(W) (AxB) (mm)

B

A

C

WW: 3000K

NW: 4000K

CW: 6500K

29: 31: 32: 30: 

G

RAL900501: RAL9016

80



QDR²DecoPendant

Showroom, Antalya

WW-NW-CW

PWM DALI TRI AC

Koni 

1,47

4,41

5,89

7,36

8,83

0.5

1.0

1.5

3.0

608

97

68

cd/klm
C0 - C180 C90 - C270

=100%

10 5 ° 10 5 °

9 0 ° 9 0 °

7 5 ° 7 5 °

6 0 ° 6 0 °

4 5 °4 5 °

3 0 ° 3 0 °15 ° 15 °0 °

1 6 0


