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BELLA-500-ZOOM

80Ra>-20˚
+50˚Ta

• Professional LED light source architectural spotlight

• Electrostatic powder-coated aluminum body

• Operating temperature range: -20 °C to +50 °C

• Optional honeycomb accessory

• Adjustable mounting bracket

• Elegant and aesthetic design

• Focus-adjustable optical system

• Surface and spike mounting options

• Next-generation ceramic-based high-efficiency LED

• IP66 protection rating for complete sealing

• Stainless steel fasteners for long-lasting durability

P W C. . S. G. O. M. U.

66 IK 10

Please contact our sales representatives for special application requests other than the standard product.

Order Code

Product & Power Options

Product Name Light Color Voltage
(V)

Power
(W)

Architectural Lighting

S Driver Options

01 Standart Driver

O Lens Options

M Mounting Options

*Power and Lumen values provided are based off of a coverless product with cold white (CW) LED.

Body Color OptionsG

Without Glare Shield

U Upper Cover Options

C Light Color Options

*Different colors are optional

Weight
(kg)

Luminous
Flux (lm)

BELLA-500-ZOOM WW-NW-CW 24VDC 2 168 0,3

WW: Warm White 3000K

WW: Warm White 2700K

NW: Natural White 4000K

CW: Cold White 5700K

CW: Cold White 6500K

R: Red 625nm

465nmB: Blue

525nmG: Green
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BELLA-500-ZOOMArchitectural Lighting

Polar Diagram - 25°
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Product Diagrams
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Polar Diagram - 70°

cd/klm
C0 - C180 C90 - C270

η=100%

105° 105°

90°

75°

60°

45°

90°

75°

60°

45°

30° 30°15° 15°0°

 4000

6000

8000

10000

12000


